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TABLE 160.076—29B—INSPECTOR’S SAMPLING PLAN

Number of Samples Per Lot

Lot size: 1-100 101-200 | 201-300 | 301-500 | 501-750 | 751-1000
Tests:
Over-pressure (2 1 2 2 3 4
Air Retention ... 1 2 2 3 4
Buoyancy & Inflation Medium Retention . 1 2 2 3 4
Tensile Strength ....... See Note (V)
Waterproof marking . . See Note ()
Detailed Project Examination ...........ccccceeeninenveinennens 1 1 2 2 3
Retest Sample Size (2) 10 10 13 13 20 20
Final Lot InSpection ............ccccoiiiiiiiiiiiiiiciccccs 10 15 20 25 27 30
Notes to Table: (2) See § 160.076-29(e)(5)(i). (") See § 160.076-29(e)(5)(ii). (<) See § 160.076—29(e)(5)(iii).
(f) Accept/reject criteria: manufacturer (2) Calibration. The manufacturer

testing. (1) A PFD lot passes production
testing if each sample passes each test.

(2) In lots of 200 or less PFDs, the lot
must be rejected if any sample fails
one or more tests.

(3) In lots of more than 200 PFDs, the
lot must be rejected if—

(i) One sample fails more than one
test;

(if) More than one sample fails any
test or combination of tests; or

(iii) One sample fails one test and in
redoing that test with the number of
samples specified for retesting in Table
160.076-29A, one or more samples fail
the retest.

(4) A rejected PFD lot may be re-
tested only if allowed under §160.076-
31(e).

(g) Accept/reject criteria: independent
laboratory testing. (1) A lot passes pro-
duction testing if each sample passes
each test.

(2) A lot must be rejected if—

(i) A sample fails more than one test;

(ii) More than one sample fails any
test or combination of tests; or

(iii) One sample fails one test and in
redoing that test with the number of
samples specified for retesting in Table
160.076-29B, one or more samples fail
the test.

(3) A rejected lot may be retested
only if allowed under §160.076-31(e).

(h) Facilities and equipment. (1) Gen-
eral. The manufacturer must provide
the test equipment and facilities nec-
essary for performing production tests,
examinations, and inspections, unless
Commandant has accepted testing at a
location other than the manufacturer’s
facility.

must have the calibration of all test
equipment checked at least every six
months by a weights and measures
agency or the equipment manufac-
turer, distributor, or dealer.

(3) Facilities. The manufacturer must
provide a suitable place and the nec-
essary equipment for the inspector to
use in conducting or supervising tests.
For the final lot inspection, the manu-
facturer must provide a suitable work-
ing environment and a smooth-top
table for the inspector’s use.

[CGD 94-110, 60 FR 32848, June 23, 1995, as
amended by CGD 94-110, 61 FR 13946, Mar. 28,
1996; 61 FR 15868, 61 FR Apr. 9, 1996]

§160.076-31 Production tests and ex-
aminations.

(a) Samples used in testing must be
selected in accordance with §160.076—
29(e).

(b) On each sample selected—

(1) The manufacturer must conduct
the tests in paragraphs (c)(2) through
(c)(8) of this section;

(2) The recognized laboratory inspec-
tor must conduct or supervise the tests
in paragraphs (c)(4) through (c)(8) of
this section; and

(3) In addition to meeting the re-
quirements of this section, each test
result must meet the requirements, if
any, contained in the approved plans
and specifications.

(c) When conducting the tests speci-
fied by this paragraph, the following
conditions must be met:

(1) Inflation chamber materials. The av-
erage and individual results of testing
the minimum number of samples pre-
scribed by §160.076-25(d)(2) must com-
ply with the requirements in §160.076-
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Coast Guard, DHS

21 (b) and (c) for permeability, grab
strength, and tear strength. Lots not
meeting this requirement must be re-
jected and, unless authorized by the
Commandant, may not be subdivided
and retested.

(2) Seam strength. The seams in each
inflation chamber of each sample must
be tested in accordance with §160.076-
25(d)(2)(iv). The results for each infla-
tion chamber must be at least 90% of
the results obtained in approval test-
ing.

(3) Over-pressure. Each sample must
be tested in accordance with and meet
UL 1180 section 7.15. Prior to initiating
the test at the specified values, sam-
ples may be prestressed by inflating
them to a greater pressure than the re-
quired test pressure.

(4) Air retention. Each sample must be
tested in accordance with and meet UL
1180 section 7.16. Prior to initiating the
test at the specified values, test sam-
ples may be prestressed by inflating to
a pressure greater than the design pres-
sure, but not exceeding 50 percent of
the required pressure for the tests in
paragraph (c)(3) of this section. No al-
ternate test method may be used that
decreases the length of the test unless
authorized by the Commandant. Such
alternative test must require a propor-
tionately lower allowable pressure loss
and the same percentage sensitivity
and accuracy as the standard allowable
loss measured with the standard in-
strumentation.

(5) Buoyancy and inflation medium re-
tention. Each sample must be tested in
accordance with and meet UL 1180 sec-
tion 7.2.2-7.2.10, except 7.2.5. Each buoy-
ancy value must fall within the toler-
ances specified in the approved plans
and specifications.

(6) Tensile strength. Each sample pri-
mary closure system must be tested in
accordance with and meet UL 1180 sec-
tion 7.4.1 and .2.

(7) Detailed product examination. Each
sample PFD must be disassembled to
the extent necessary to determine com-
pliance with the following:

(i) All dimensions and seam allow-
ances must be within tolerances pre-
scribed in the approved plans and speci-
fications.

(if) The torque of each screw type
mechanical fastener must be within its

§160.076-31

tolerance as prescribed in the approved
plans and specifications.

(iii) The arrangement, markings, and
workmanship must be as specified in
the approved plans and specifications
and this subpart.

(iv) The PFD must not contain any
apparent defects.

(8) Waterproof Marking Test. Each
sample must be completely submerged
in fresh water for at least 30 minutes.
The sample must then be removed, im-
mediately placed on a hard surface, and
the markings vigorously rubbed with
the fingers for 15 seconds. If the print-
ing becomes illegible, the sample must
be rejected.

(d) Final lot examination and inspec-
tion—(1) General. On each PFD lot that
passes production testing, the manu-
facturer shall perform a final lot exam-
ination and, on every fifth lot, a lab-
oratory inspector shall perform a final
lot inspection. Samples must be se-
lected in accordance with paragraph
§160.076-29(e). Each final lot must dem-
onstrate—

(i) First quality workmanship;

(ii) That the general arrangement
and attachment of all components,
such as body straps, closures, inflation
mechanisms, tie tapes, and draw
strings, are as specified in the approved
plans and specifications;

(iii) Compliance with the marking re-
quirements in §160.076-39; and

(iv) That the information pamphlet
and owner’s manual required by
§160.076-35 and 160.076-37, respectively,
are securely attached to the device,
with the pamphlet selection informa-
tion visible and accessible prior to pur-
chase.

(2) Accept/reject criteria. Each noncon-
forming PFD must be rejected. If three
or more nonconforming PFDs are re-
jected for the same kind of defect, lot
examination or inspection must be dis-
continued and the lot rejected.

(3) Manufacturer examination. This ex-
amination must be conducted by a
manufacturer’s representative who is
familiar with the approved plans and
specifications, the functioning of the
PFD and its components, and the pro-
duction testing procedures. This person
must not be responsible for meeting
production schedules or be supervised
by someone who is. This person must
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§160.076-33

prepare and sign the record required by
159.007-13(a) of this chapter and 160.076-
33(b).

(4) Independent laboratory inspection.
(i) The inspector must discontinue lot
inspection and reject the lot if exam-
ination of individual PFDs or the
records for the lot shows noncompli-
ance with either this section or the
laboratory’s or the manufacturer’s
quality control procedures.

(ii) If the inspector rejects a lot, the
inspector must advise the Commandant
or the recognized laboratory within 15
days.

(iii) The inspector must prepare and
sign the inspection record required by
159.007-13(a) of this chapter and 160.076-
33(b). If the lot passes, the record must
include the inspector’s certification
that the lot passed inspection and that
no evidence of noncompliance with this
section was observed.

(e) Disposition of rejected PFD lot or
PFD. (1) A rejected PFD lot may be re-
submitted for testing, examination or
inspection if the manufacturer first re-
moves and destroys each defective PFD
or, if authorized by the Commandant,
reworks the lot to correct the defect.

(2) Any PFD rejected in a final lot ex-
amination or inspection may be resub-
mitted for examination or inspection if
all defects have been corrected and re-
examination or reinspection is author-
ized by the Commandant.

(3) A rejected lot or rejected PFD
may not be sold or offered for sale
under the representation that it meets
this subpart or that it is Coast Guard-
approved.

[CGD 94-110, 60 FR 32848, June 23, 1995, as
amended by CGD 94-110, 61 FR 13946, Mar. 28,
1996]

§160.076-33 Manufacturer records.

(a) Each manufacturer of inflatable
PFDs shall keep the records of produc-
tion inspections and tests as required
by §159.007-13 of this chapter, except
that they must be retained for at least
120 months after the month in which
the inspection or test was conducted.

(b) In addition to the information re-
quired by §159.007-13 of this chapter,
the manufacturer’s records must also
include the following information:

(1) For each test, the serial number
of the test instrument used if more
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than one test instrument was avail-
able.

(2) For each test and inspection, the
identification of the samples used, the
lot nhumber, the approval number, and
the number of PFDs in the lot.

(3) For each lot rejected, the cause
for rejection, any corrective action
taken, and the final disposition of the
lot.

(4) For all materials used in produc-
tion the—

(i) Name and address of the supplier;

(ii) Date of purchase and receipt;

(iii) Lot number; and

(iv) Where required by §164.019-5 of
this chapter, the certification received
with standard components.

(5) A copy of this subpart.

(6) Each document incorporated by
reference in §160.076-11.

(7) A copy of the approved plans and
specifications.

(8) The approval certificate obtained
in accordance with §2.75-1 and 2.75-5 of
this chapter.

(9) Certificates evidencing calibra-
tion of test equipment, including the
identity of the agency performing the
calibration, date of calibration, and re-
sults.

(c) A description or photographs of
procedures and equipment used in test-
ing required by §159.007-13(a)(4) of this
chapter, is not required if the manufac-
turer’s procedures and equipment meet
the requirements of this subpart.

(d) The records required by paragraph
(b)(4) of this section must be kept for
at least 120 months after preparation.
All other records required by para-
graph (b) of this section must be kept
for at least 60 months after the PFD
approval expires or is terminated.

§160.076-35 Information pamphlet.

A pamphlet that is consistent in for-
mat to that specified in UL 1123 must
be attached to each inflatable PFD sold
or offered for sale in such a way that a
prospective purchaser can read the
pamphlet prior to purchase. The pam-
phlet text and layout must be sub-
mitted to the Commandant for ap-
proval. The text must be printed in
each pamphlet exactly as approved by
the Commandant. Additional informa-
tion, instructions, or illustrations
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